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Legend Fitness warrants to the original purchaser that Legend Fitness equipment will be free from defects in material and workmanship under normal use and service for 
the following periods and in the following respects:

1 Frames are defined as the welded structural element of the product, but not any removable fasteners, parts, or powder coat finishes.
2 Includes ABS scuff guards, adder plates, aluminum diamond plates, ball bearings, cables, cable retainers, chains, chrome finishes, docking spacers, flex tube (covers raw shafts), guide rods, fasteners, linear bearings, linear 
rods, Monster Hook wear surfaces, placard spacers, platform rubber, pop pins, powder coating, roller bearings, rubber bumpers, rubber donuts, rubber grommets, rubber saddles (for pro style dumbbell racks), selector pins, shaft 
collars, snap links, snap rings, springs, thrust bearings, toe stops, UHMW peg guards, weight stacks, wheels, heim joints, and cable assemblies. For Legend Rugby products this also includes the rope portion of pivot handle, pad 
portion of binding pad, and ground spikes.
3 Includes end caps, end covers, grip ends, foam rubber grips, smooth rubber grips, hole plugs, self-adhesive rubber, spring collars, stickers and decals, grip tape, turn knobs, removable handles, and ABS/UHMW inserts on 
J-Hooks. May include some upholstery.

EXCLUSIVE REMEDY
Legend Fitness’ solution for any of the above warranties shall be repair or replacement of defective parts, or the supply of labor to remedy any defect.

EXCLUSIONS AND LIMITATIONS
UNAUTHORIZED SALES AND WARRANTY POLICY
Any sale of Legend Fitness products by an unauthorized source or by any other manner not authorized by Legend Fitness shall void the warranty on the applicable 
product(s). Authorized Legend Fitness dealers and resellers have the knowledge and training to supply you with Legend Fitness products that best meet your needs 
and to install those products so that you’ll enjoy their maximum performance. Legend Fitness factory warranty is only valid on products purchased direct from a Legend 
Fitness Sales Representative or from an authorized Legend Fitness Dealer or approved Reseller.

	y This warranty applies to only the original purchaser and is not transferable.
	y Under no circumstances will Legend Fitness be liable by virtue of this warranty or otherwise for damage to any person or property whatsoever for any special, indirect, incidental, 

secondary or consequential losses, damages, or expenses in connection with exercise products.
	y This warranty is expressly limited to the repair or replacement of a defective component of Legend Fitness manufacture. Repair or replacement will be at the discretion of Legend Fitness 

and is the sole remedy of the warranty.
	y Use of the equipment in any environment that is subject to excessive temperatures or moisture may void the warranty.
	y This warranty does not cover normal wear and tear – including, but not limited to: cables, belts, chains, wearguards, powder coat finishes, upholstery cuts or any other incidental damage 

as a result of regular use and attrition or improper cleaning (use of bleaches and alcohols).
	y This warranty does not cover damage that is not a result of a manufacturer defect, including improper assembly, inadequate maintenance, or installation of other parts or components not 

manufactured or supplied by Legend Fitness.
	y This warranty does not cover damage or failure as a result of an accident, abuse, corrosion, use of the device other than its intended purpose, discoloration of paint or plastic, neglect, 

theft, vandalism, fire, flood, lightning, freezing or other natural disasters, collision, or unauthorized modifications.

OUR FACTORY WARRANTY IS VOID IF
	y You purchase Legend product(s) from an unauthorized dealer or reseller.
	y You purchase used or pre-owned Legend product(s) from a private party, facility or unauthorized source.
	y You purchase Legend Fitness product(s) from an Internet site not authorized by Legend Fitness.

Legend Fitness recommends that you verify if the Dealer or Reseller you are considering is an authorized Legend equipment 
dealer by contacting the Legend Fitness headquarters. This is especially important when considering purchasing Legend Fitness 
products over the Internet.

THE LEGEND FITNESS BARBELL GUARANTEE
	y Limited 2 year warranty against manufacturer defects or breakage.
	y This warranty does not cover rust, bending due to misuse, or any defect caused from use outside the stated functional capacity of the bar.
	y Warranty against bending does not cover any bar which has been damaged due to negligent or faulty use, alteration, maintenance, storage 

or handling by the user. Negligent or faulty use includes abusive dropping of the bar (i.e., dropping the bar on a box, bench, spotter arms 
or hooks in a power rack, excessive dropping with insufficient or damaged bumper plates, or excessive dropping with iron plates, and 
similar usage).

ANY SPECIFIC ISSUES OR PRODUCT WARRANTY CLAIMS WILL BE REVIEWED ON A CASE-BY-CASE BASIS.

Pro Series, 
LeverEDGE, &

SelectEDGE
Performance 

Series Varsity Series Legend Rugby Speedway 
Circuit

Structural Frames1 (excluding powder coat) 15 Years 12 Years 12 Years 3 Years 12 Years
Welded J-hooks 5 Years 5 Years 5 Years -- --
Bronze Bushings, Pillow Block Bearings, & Pulleys Refer to Applicable Manufacturer Warranty
Platforms 1 Year 1 Year -- -- --
Wood/Foam Plyo Boxes -- 1 Year -- -- --
Other Components2 (specified below) 1 Year 1 Year 1 Year -- 1 Year
Wear Items & Soft Components3 (specified below) 90 Days 90 Days 90 Days -- 90 Days
Upholstery 90 Days 90 Days 90 Days 90 Days 90 Days
Legend Fitness Barbells -- 2 Years -- -- --
Electronics -- -- -- -- 120 Days
Handles, Grips, & Accessories Not Manufactured 
By Legend Fitness Refer to Applicable Manufacturer Warranty

WARRANTY INFORMATION

 FOR FULL WARRANTY INFO  SCAN 
THE QR CODE ABOVE OR VISIT 

LEGENDFITNESS.COM/GUARANTEES
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Before and after Legend Fitness products are put into service, inspection and testing should occur to ensure 
the equipment is in proper working order. 

A complete maintenance and inspection program should be developed in implemented immediately upon 
putting Legend Fitness products into service. This program should be documented so as procedures are 
followed correctly. 

BOLT DOWN TABS SHOULD ALWAYS BE SECURED TO THE FLOOR. FAILURE TO DO SO CAN RESULTS IN 
SERIOUS INJURY TO EQUIPMENT USERS.

NO LEGEND FITNESS EQUIPMENT SHOULD BE MODIFIED IN ANY WAY. 

IF THERE IS ANY SUSPICION OF DAMAGE OR MALFUNCTION, 
DISCONTINUE USE IMMEDIATELY. INDICATE THE PRODUCT IS OUT 

OF SERVICE WITH AN “OUT OF ORDER” SIGN AND NOTIFY QUALIFIED 
MAINTENANCE PERSONNEL IMMEDIATELY.

THE FOLLOWING PAGE MAY BE PRINTED FOR POSTING IN YOUR FACILITY
AS A SAFETY NOTICE FOR LEGEND FITNESS EQUIPMENT USERS.

GENERAL SAFETY INFORMATION
Safety and injury prevention should be of the utmost importance in your fitness 
environment. Routine maintenance and inspection of your fitness equipment goes 
hand-in-hand with injury prevention. It is important to establish written guidelines for 
safety inspections and a regular program for preventative maintenance. The following 
recommendations can help you create your routine maintenance schedule for your 
Legend Fitness equipment and this provide a safe fitness environment.

All fitness facility owners, staff members, and maintenance personnel should read and 
understand the Legend Fitness general use and safety guidelines prior to instructing 
members on proper use. Safety information should be posted in a prominent location and 
users should be directed to refer to these guidelines regularly. Direct supervision of the 
facility floor should be provided at all times.



FAILURE TO FOLLOW THESE INSTRUCTIONS AND THOSE FROM A 
QUALIFIED STAFF MEMBER REGARDING PROPER USE OF LEGEND 

FITNESS EQUIPMENT MAY RESULT IN SERIOUS INJURY.

•	 Discuss exercise plans and goals with your physician prior to 
beginning any exercise program. 

•	 Always read all warning labels before use and do not attempt 
to operate any Legend Fitness product without prior 
knowledge and understanding. 

•	 Consult a qualified staff member for information on basic 
operation, proper use of equipment, and safety procedures 
prior to use. 

•	 Keep hands and feet clear of all moving parts while equipment 
is in use. 

•	 Be sure to insert the weight stack selector pin fully, as partial 
insertion may cause weights to fall unexpectedly, resulting in 
injury or damage to the machine. 

•	 Never remove a weight stack selector pin if stack is 
suspended. 

•	 Never attempt to clear a jammed weight stack. 
•	 Always call for a qualified maintenance person if a machine is 

not functioning properly. 
•	 Always maintain full control of the weights while exercising. 

Avoid slamming or dropping the weight stack, as this can 
cause damage or injury. 

USER SAFETY INFORMATION
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MAINTENANCE TIPS
Your Legend Fitness equipment was manufactured using quality components, designed to offer maximum 
performance and minimal maintenance. However, wear is inevitable with regular use. 

REGULAR INSPECTIONS AND MAINTENANCE ARE CRITICAL TO ENSURE USER SAFETY
AND PEAK PERFORMANCE OF YOUR LEGEND FITNESS EQUIPMENT. 

Regularly inspecting and carefully maintaining your equipment will extend its life and help ensure the 
safety of its users. Always work with qualified personnel that have the experience and expertise to perform 
maintenance and inspections on your Legend Fitness equipment, and be sure to replace damaged or worn 
parts with genuine parts directly from Legend Fitness. 

Written records of all inspections and any maintenance should be kept, as they are often required in the event 
of an injury. The below guidelines are intended to be used as suggestions for designing your own safety and 
routine maintenance program.

4SUGGESTED DAILY INSPECTION SCHEDULE

Each machine should be inspected and cleaned daily. The general operation should be checked, and during 
so the inspector should be looking, feeling, and listening for any abnormal vibrations or noises. 
Cables and Pulleys
Cables are wear items, which means the more they are used, the faster they deteriorate. Cables should have 
the entire length visually checked, with special attention paid to the area going over pulleys and the ends. 
Cable end fittings should also be inspected. While inspecting the cables, look for cracked or broken nylon 
coating, kinked cables, or ballooned points—these are signs of damaged cables, which can result in injury. 
Any machine exhibiting cable damage or wear should be removed from service and the cables should be 
replaced. Replacement cables can be ordered from Legend Fitness.

During the cable inspection, pulleys should also be looked at. Pulleys should be inspected for surface 
damage, hairline cracks, and damaged bearings. Excessive noise or vibration during use is an indication 
of a bad pulley. Machines with bad pulleys should be removed from use and pulleys should be replaced 
immediately.
Frames
Frames should be inspected for chips in the powder coat finish, cracks, corrosion, and rust. If any of these 
things are noticed, it is important to take the machine out of service and contact a qualified fitness equipment 
service technician.
Upholstery
Like cables, upholstery is a wear item; with more use comes more wear. Upholstery should be inspected for 
tears, rips, and cracks, as these are all signs that the upholstery needs to be replaced. While worn upholstery 
is not necessarily cause for pulling a machine out of commission, it is recommended as breeches in the 
upholstery can harbor bacteria or cause scratches to users.
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GENERAL CLEANING TIPS
WHEN IT COMES TO CLEANING YOUR LEGEND FITNESS EQUIPMENT, IT IS IMPORTANT TO NOTE THAT 

CERTAIN CLEANERS AND CLEANING METHODS MAY CAUSE DAMAGE AND WILL VOID YOUR WARRANTY. 

While cleaning, inspect equipment for signs of damage to frames, crossmembers, attachments, cables, guide 
rods, and more. Should you need replacement parts or service, contact us right away.

GENERAL CLEANING TIPS:
•	 Avoid using harsh cleaners and chemicals on your Legend Fitness equipment. Chemicals such as 

ammonia, bleach, solvents, lacquer thinners, acetone, Windex, Simple Green, 409, Lysol, oil-based 
lubricants, or similar products can damage the powder coating and dry out upholstery.

•	 Stick to soft cloths to wipe all surfaces. Abrasive materials, like steel wool or hard bristle brushes, should 
be avoided as they can scratch surfaces.

•	 To avoid color transfer, use white cloths on upholstered surfaces.
•	 To Clean Legend Fitness Frames and Other Powder Coated Surfaces:
•	 Use a mixture of mild dish soap and water to wipe down frames.
•	 Dry frames with a clean, dry cloth to prevent corrosion or rust from forming.
•	 Frames can be polished with a good automotive or non-appliance wax.
•	 For Cleaning Upholstery on Your Legend Fitness Equipment:
•	 Use a standard vinyl upholstery cleaner or lanolin-based hand cleaner to wipe down upholstered surfaces. 

These products will help the upholstery keep its natural flexibility, reducing the chances of cracks forming 
over time.

•	 To disinfect upholstered surfaces, a quaternary ammonia compound or citrus-oil based disinfectant is 
recommended. Alcohol-, phenol-, and bleach-based cleaners should not be used on upholstered surfaces 
as this can damage the finish and color of the Naugahyde.

•	 To restore luster, lightly spray the upholstery with a spray-on furniture wax. Wait 30 seconds and then 
wipe it off with a clean white cloth.

•	 Avoid color transfer by always using white cloths for cleaning upholstered surfaces.

CLEANING TIPS FOR SELECTORIZED MACHINES:
•	 Make sure guide rods are clean by using a soft, clean, dry cloth to remove all dust and dirt.
•	 To lubricate rods, spray a silicone- or teflon-based lubricant onto a cloth and wipe the rods. Avoid oil-

based lubricants, as these can damage powder coated surfaces.
•	 Wipe down and inspect weight stacks. Chips in the black coating can be covered with black permanent 

marker or matte black touch up paint. Light rust can be removed by spraying a rust remover on a cloth 
and using it to wipe down the stack. Cracked weights are a hazard and should result in the machine being 
placed out of service until the stack can be replaced.

AN IMPORTANT NOTE ABOUT CLEANING LEGEND FITNESS BARS:

Any chemical that has chlorine or chloride in it (such as bleach) will discolor the zinc coating on Legend 
Fitness bars (particularly the black coating on our Olympic Bar). The black coating will turn a green color, 
and is actually the removal of the zinc plating. This discoloration is purely cosmetic and will not affect the 
performance of the bar, however this discoloration cannot be reversed once it happens.
In the event of a discoloration, it is best to keep bars oiled with 3-N-1 oil. The discolored surface no longer 
has the proper amount of coating on it and can rust. The oil will help prevent rusting.

REMINDER: USING IMPROPER CLEANING CHEMICALS, MATERIALS, AND/OR METHODS TO
CLEAN YOUR LEGEND FITNESS EQUIPMENT WILL VOID YOUR WARRANTY. 
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While inspecting machines, it is important make sure they are clean as well. Sweat and body oils can break 
down finishes on metals as well as upholstery, and it is best to make sure they are removed daily to ensure 
your Legend Fitness equipment remains in peak operating shape. It is best to clean machines at the end of 
the day, during inspection rounds, to make sure potential corrosive materials do not sit overnight.

FRAMES
Frames should be wiped down daily with a damp cloth. If a more thorough cleaning is needed, a mixture of mild dish 
soap and water can be used. After cleaning, frames should be dried completely using a clean cloth to further prevent 
corrosion or rust from forming.

VINYL UPHOLSTERY
Vinyl upholstery should be cleaned with a solution that is ten percent mild dish soap and warm water, applied with 
a damp cloth (or soft bristle brush for more stubborn soiling). Wipe the residue away with a damp cloth and then 
completely dry with a soft cloth.

FABRIC UPHOLSTERY
Wipe surface with a damp cloth to remove loose dirt and debris. For tougher stains, use a mild detergent (e.g., dish 
soap, laundry detergent) and a soft brush or sponge. Avoid harsh chemicals or abrasive cleaners.Allow to air dry. Do not 
use heat to dry fabric upholstery. 

DAILY CLEANING ROUTINE
When cleaning, do not use harsh chemicals such as ammonia, bleach, solvents, lacquer 
thinners, acetone, Windex, Simple Green, 409, Lysol, alcohol-based cleaners or similar 
products. They can damage powder coating and dry out upholstery. 

Additionally, oil-based lubricants can damage powdercoated surfaces and should be 
avoided. 

Abrasive materials should also be avoided, as they can scratch surfaces.

Always spray cleaning materials and lubricants onto a clean cloth away from the 
machine. Do not spray machines or upholstered surfaces directly. 
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WEEKLY CLEANING & MAINTENANCE
Weekly cleaning should be more thorough than daily cleaning. While doing a more thorough cleaning of your 
equipment, it also helps to do some regular maintenance as well. A weekly cleaning and maintenance routine 
will further prolong the life of your Legend Fitness equipment if done correctly.

CABLES AND FASTENERS
Cable tension should be checked and adjusted at the movement arm or if necessary. Nuts, bolts, and fasteners should 
be checked to ensure they are tight. If they need to be tightened, we recommend using Loctite® Threadlocker 242.

FRAMES
Frames should be polished as needed with a good automotive or non-appliance wax, which provides a barrier against 
corrosive fluids. Avoid using harsh cleaners and chemicals or abrasive materials.

VINYL UPHOLSTERY
While common in gyms, alcohol-based wipes and sprays can accelerate the drying out of upholstery and increase the 
chances of premature wear and cracking. Use a standard vinyl upholstery cleaner or a lanolin-based hand cleaner, 
which will help lubricate the Naugahyde and maintain its natural flexibility, which will reduce the chances of cracking. 
To restore the luster, lightly spray the upholstery with a spray furniture wax and wipe off after 30 seconds using a clean 
white cloth. Avoid using harsh chemicals that can dry the upholstery or colored cloths which can transfer color. 

FABRIC UPHOLSTERY
Start by wiping the surface with a damp cloth to remove loose dirt and debris. For tougher stains, use a mild detergent 
(e.g., dish soap, laundry detergent) and a soft brush or sponge. Avoid harsh chemicals or abrasive cleaners. For oil or 
grease stains, consider using a dry cleaning solvent before treating with a spray cleaner or detergent and water. For 
heavily soiled items, soaking in lukewarm water with a mild detergent for a night may be helpful.

Allow fabric upholstery to air dry. Avoid using high heat to dry fabric upholstery. Fabric upholstery lasts the longest when 
kept out of direct sunlight, in a cool, dry environment. Direct sunlight can cause fading.   

GUIDE RODS AND WEIGHT STACKS
Guide rods should also be cleaned on a weekly basis. Wipe all dust and dirt off with a clean, soft, dry cloth. Spray a 
silicone- or teflon-based lubricant onto a cloth and wipe the rods. Avoid all oil-based lubricants.

Weight stacks should be wiped down and inspected. Chips in the black coating can occur over time and can be covered 
using matte black touch up paint or a black permanent marker. If light rust appears on the surface, spray rust remover 
onto a clean cloth and wipe down the weight stack. If you see cracks in the weights or other damage, put an “Out of 
Order” sign on the machine and contact Legend Fitness for a replacement weight stack.

BEARINGS
Linear bearing shafts need to be regularly cleaned and lubricated for continued performance and reliability. The 
shafts should be checked for rust prior to cleaning. If rust is found, remove it with fine sandpaper or steel wool prior to 
lubricating, and then wipe down the linear rails with a clean, soft, dry cloth. This removes dust, hair, and debris. Once 
the linear bearing shafts are wiped down, a small amount of silicone- or teflon-based spray lubricant should be sprayed 
onto a clean cloth. Use the cloth to apply a thin layer of lubricant, being careful to not over apply as too much lubricant 
can cause grime buildup and hinder machine performance. Dripping or running lubricant is a sign of over application. It 
may be necessary to have someone slide the carriage up and hold it so that the rods can be coated completely.

Sealed bearing pivot points require no lubrication, but should be wiped with a clean, dry rag to remove dust and dirt 
buildup. Check movement as well.
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FOR FURTHER ASSISTANCE

PLEASE NOTE: 
LEGEND FITNESS REPRESENTATIVES CAN ONLY ASSIST YOU WITH QUESTIONS OR 
CONCERNS RELATING SPECIFICALLY TO LEGEND FITNESS EQUIPMENT. FOR OTHER 

EQUIPMENT ISSUES, PLEASE CONTACT THOSE MANUFACTURERS DIRECTLY.

REPLACEMENT PARTS 
To order replacement parts, please 
visit legendfitness.com/contact/
replacement-parts or scan the QR 
code above and fill out the form. A 
Legend FItness parts expert will be in 
touch with you regarding your needs 
within 72 hours.

ADDITIONAL QUESTIONS
If you are unable to find the answers to your questions, or need further 

assistance, please contact service@legendfitness.com or call Legend Fitness 
toll-free at (866) 753-4363 to discuss your concerns with a representative.

SERVICE REQUESTS
To request service on your Legend 
Fitness equipment please visit 
legendfitness.com/contact/service-
request/ or scan the QR code above and 
fill out the form. A Legend Fitness service 
representative will contact you regarding 
your service needs within 72 hours.


